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This Nitrous Outlet Billet Heated Bottle Bracket is designed to provide a solid 
bottle mounting location and bottle heating solution. If you need any assistance 
during installation or if you have questions about this bracket, call our Tech Help 
Line at (254) 848-4300. 

Tools Needed For Installation:
• 3/16” Hex Wrench
• 5/32” Hex Wrench

Step 1:
Put a drop of Red Loc-Tite onto the threads of the studs. 
Then thread the studs into the stands of the bracket.

Step 2:
Use a 5/32” Hex Wrench to mount the heated plate to the 
bracket. It will mount via 4 bolts, with 2 on each end of the 
bracket.

**Parts List located in back of installation guide**
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Step 3:
Lay out the base of the bracket, and place the bracket 
on top of them. Ensure that the bracket fits inside the 
grooves of the base rails.

Step 4:
Use a 3/16” Hex Wrench to mount the bracket to the base 
rails. There are a total of 4 mounting bolts, with 2 on each 
end of the bracket.

Step 5:
Put the top rings of the bracket onto the studs.

Step 6:
Place washers on the studs.
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Step 7:
Screw the knobs onto the studs.

Step 8:
Mount the bracket into your vehicle and wire it into your 
nitrous system using the attached diagram.
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Bottle Mounting Information

It’s very important to mount your bottle in the proper orientation. Ideally, the bottle should be facing 
with the valve to the front of the vehicle. This is because the siphon tube inside the bottle is curved 
towards the bottom of the bottle, so it can pick up a steady supply of nitrous. In the event your bottle 
cannot be mounted front to back, you can mount it at an angle, or even sideways. If you mount the 
bottle sideways, you’ll need to rotate the bottle so that the siphon tube is at a 45° angle. This means 
the bottle nipple will be facing towards the back of the vehicle at a 45° angle. This is because upon 
acceleration, the nitrous can be pulled away from the siphon tube. With it at an angle it still allows the 
siphon tube to be submerged in the nitrous. The siphon tube on Nitrous Outlet bottles are curved in 
the same direction as the bottle nipple. If the bottle is mounted front-to-back, the nipple should be fac-
ing down towards the floor of the vehicle. If you have any questions about mounting your bottle, call 
our Tech Help line at (254) 848-4300.
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Now that your bracket is installed, you can begin wiring it. When wiring your bracket, 
double check all of your wiring connections. For a clean, professional install we recommend using 
heat shrink on all crimped connectors. This will protect the connection, and make the connection 
stronger between the wire and crimp-on connector. 

Wiring Diagram

H
ea

te
r E

le
m

en
t



part number 00-32014, 00-32018 

 I N S T A L L A T I O N  I N S T R U C T I O N S

billet heated bottle bracket

W W W . N I T R O U S O U T L E T . C O M
important- All appropriate safety equipment (gloves, tools etc.) must be used during the installation of this product(s). 

nitro dave’s llc accepts no responsibility for injuries resulting in the installation of any product(s). nitrous oxide is for off-road use only.

305 S. 28th street Waco, TX 76710  - TEL 254-848-4300

Parts List:

Short Bracket
Tall Bracket
2 x Mounting Rails
2 x Knobs
2 x Studs
2 x Washers
4 x Bottle Bracket Assembly Bolts
Heater Element
4 x Heater Mounting Bolts
Swivel Manifold
Bottle Heater Pressure Switch
3 x 2-Way Weather Pack
12ft 12G Red Wire
6ft 18G Blue Wire
2 x Red Butt Connector
2 x Yellow Butt Connector
2 x Red Ring Wire End
2 x Yellow Ring Wire End 
5 x Blue Flag Terminals
Duckbill Toggle Switch


